
DEDI/RHINEHART/SURVEY RECOVERY FORM 

SURVEY RECOVERY FORM 
 

City of Everett State of Washington 
Department of Public Works County:  Snohomish 

Station Name: 29 05 V11 
Horizontal Datum:  
Vertical Datum:  Established By: SNOCO 
Control Point ID:  Book: 994 Page: 28 Pt#: 01 Date: 02/17/1998 
 Data sheet edited by Geodetic Consultants  01/25/1998 

Section: 33 Township: 29N Range: 5E  
  

LATTITUDE: (5 decimal places)  47     57      49.46370  
LONGITUDE: (5 decimal places) 122    10      25.70918  

 
ORTHOMETRIC HEIGHT:  Feet 
          Meters 

  
Washington State Plane Coordinates – North Zone 

  
 Northing 

(4 decimal places) 
Easting 

(4 decimal places) 
Point Scale Factor 

(to 9 decimal places) 
Convergence 
Deg   Min  Sec 

Feet 354402.838 1312028.215 0.999945859 -00    59    52.8 
Meters 108022.2010 399906.9998   
     
HORIZONTAL DATA:  Established by SNOCO using rapid 
static GPS 
 
  resection survey, comments   
 X GPS survey, GPS adjustment software used: Trimvec Software  
  other, explain:    
surveyor’s estimated relative positional accuracy:  .05.ft. @  95 % confidence  
surveyor’s estimated absolute positional accuracy:  ft. @  % confidence 
VERTICAL DATA: 
Vertical position established  
  differential leveling to:  order accuracy 
  GPS survey, accuracy within  .0ft  Meters  
surveyor’s estimated relative positional accuracy:  .02.ft @  % confidence  
surveyor’s estimated absolute positional accuracy:  ft @  % confidence 

  

MONUMENT DESCRIPTION 
The monument is a boat spike set 0.4 feet below the surface of the south bound lanes of the street.  NOTE 
from the Snohomish County Surveyors Office indicates straddle nails have been set indicating someone will 
set a monument with case and cover.  
TO REACH 
It is located about 1.0 mile north along Homeacers Road from the intersection of 52nd Street Southeast. 
REFERENCES  
Az from North Distance Reference Description 
North 60 degrees East                             34.1 feet                               to a power line pole 
South 20 degrees West                            57.8 feet                               to the center of a storm drain structure 
 

Month & Year Recovered: Condition of Mark: Recovered By: 
 


